Y- Nasmen ‘ | T
| Q DeSoto.m. MATERIAL SAFETY DATA SHEET \PQ NPCA1-72
: FOR COATINGS, RESING AND RELATED MATERIALS ';S W
D,fTEOF PREP. 1/25/80 ) (Aoomvod by U.5. DepsnimentofLabor” Enaantmnyvaular to Form'OSHA -20) ’* /r
‘Section!
M;\NUFACTURER‘SNAME DeSoto, IﬁC. ‘
streeTaooress 1700 S. Mt. Prospect Rd, cmvswuieanozrcope Des Plaines, Illinois 60018
emercencyTeLerroneno.  (312)  391-9000
propucTclass  Solvent Blend MANUFACTURERS CODE IDENTIFICATION
o N 020x324
TRADE NAME Solvent Reducer MMS-425 Solvent Reducer . MMS-425
Section Il —~ HAZARDOUS INGREDIENTS
INGREDIENT PERCENT ‘ - Tw LEL PRESSURE
PPM mg/m?3
. @20°C,mm|
Methyl Ethyl Ketone 15 ~200 530 1.8 70
Cellosolve Acetate - SKin 85 100 540 | I.8 2.0
tONF!BEN'ﬂAL INFORMAI ION
(See over for glOVﬁiSs) NFORMATION IS CONFIDENTIAL AND
1S THE PROPERTY OF DesoTO0, INC iT 18
DISCLOSED ONLY. FOR THE PUAPOSES
REQUIRED BY LAW. NO OTHER UBE OR
DISCLOSURE 1S AUTHORIZED,
NA = Nt Applicable

Section Il — PHYSICAL DATA

8OILING RANGE L 76-313°F VAPOR DENSITY @ HEAVIER, [ ] LIGHTER, THAN AIR
, 80-156°C ‘
EVAPORATION RATE FASTER SLOWER, THAN ETHER gs‘?f%?:;:m_’m"c 100 WEIGHTRER - g Ibs.
Sectionlv — FIRE AN D EXPLOSlON HAZARD DATA ’
porcarecory  Red Label, flammable liquid FLASH POINT 57 F. (Closed cup) LELSee II
' 14°¢,

OSHA -Flammable - C
extinguisHing Mepia  [Jse Nationa

(Carbon- dio

UNUSUAL FIRE AND EXPLOSION HAZARDS Ke

electrical equipment, sp
when exposed to extreme

SPECIAL FIRE FIGHTING PROCEDURES Wate
closed containers to pr
explosion when exposed
preferable.

lass 1B

1 Fire Protection Association Class B extinguishers
xide, dry chemical or foam)

ep containers tightly closed.
arks and open flame.
heat,

Isolate from heat,
Closed containers may explode
Do not apply to hot surfaces.

r spray may bé ineffective. Water may be used to cool
event pressure build~up and possible auto ignition or
to extreme heat. If water is used, fog nozzles are
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“Section V — HEALTH HAZARD DATA

ruResHown Lmitvarve  Se€e IIT (Not Established for Product)

eFFecTs OF ovenrexposure  Lnhalaticn: Anesthetic., Irritation of the respiratorv tract
d>r acute nervous system depression characterized by headache, dlzzxness,
staggering gait, confusion, unconsciousness or coma. Others as noted in Sec. IX

Skin or Eve Contact: Primary Irritation.

EMERQENCY AND FIRST AID PROCEDURES Inhalation: Remove from exposure. Restore breathing.
Xeep warm and gquiet. Notify a pnysician. Skin Contact: Wash affected

areas with water. Remove contaminated clothning. Consult a physician.

Zve Ceontact: Flush with water for 15 minutes. <Consult a physician.

Section VI — REACTIVITY DATA

stasiuty [ ] unsTasLe STABLE - CONDITIONS TO AVOID
INCOMPATABILITY (Materials to avoig)

‘HAZARDOUS DECOMPOSITION PRODUCTS

2roducts of combustion are hazardous.

MAZARDOUS POLYMERIZATION [ ] MavQcCUR  [{] WILL NOT OCCUR
CONOITIONS 7O AVOID 3

Section Vil — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIALIS RELEASED OR SPILLED RéIﬂOVG all sources of igniftion Avolid
oreathing vapors. Ventilate area. Remove with inert absorbent and non-
sparking tools. ‘ .

WASTEDISPOSAL METHOD  pjspose in accordance with local, state and federal regulaticns.
Incinerate in avoroved facilitv. Do not incinerate closed containexs

‘Section VIl — SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION T outdoor or opeh areas use NIOSH approved mechanical filter

respirator. -
In restricted ventilation areas use NIOSH aporoved chemical-riechanical filters.

°

In confined areas use NIOSH approved air line type respirators or hoods.

venTiLation  Where employees may be exposed provide general dilution or local
sxhaust ventilation in volume and pattern to keep TLV of hazardous ingredients
in Section II below recommended (ACGIH) or regulated (OSHA) limit. Where
smployees will not be exposed, keep LEL in Section II below 25% of limit.
PROTECTIVE GLOVES Recommended; QK*Keoulred

everrotection  Use safety eveware designed to protect against splash of liguids.

4= e oy

Prevent prolonged skln contact with contﬁmlnated clcthing.

Sectlon IX -—-‘SPECIAL PRECAUTIONS

PRECAUTIONS TO DE TAKEN TN HANDLING AND STORING 0o not store above 120°F. Store large cuantitie
in buildings designed and protected for storage of flammable ligquids.

OTHER PROTECTIVE EQUIPMENT

orwenpaccautions DO not take internally.. .Containers should be grounded when co
ing.  Avoid free %a2ll of licuid in excess of a few inches.. Lo not sand, .2

‘sut, braze or weld without NIOSH approved respirator or aoo“oor late venctilaczion.
Okserve ccntainer precautionary | abel‘wa*nxpgs.

Ve ma o ol Laes Q\ ~ T ,/. R B
BOE-C6-0190741
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Section V — HEALTH HAZARD DATA

THRESHOLD LIMiITvaLue  See TII  (Ng
EFFECTS OF OVERExPOsURE Lnhalat

>t Established for Product)
Lon: Anesthetic. Irritation of the respiratory tract

Or acute nervous system ¢

staggering gait, confusion, unconsciousness or coma.

Skin or Eye Contact:

EMERQGENCY AND FIRST AID PRAOCEDURES
Keep warm and quiet,
areas with water,
Eye Contact: Flush with

Primary Irritation.

Notify '‘a physician.
Remove

lepression characterized by headache, dizziness,
Others as noted in Sec.

May cause severe skin or eye burns.
See Section 1X

‘Remove from exposure,
Skin Contact: Wash affected
contaminated clothing. Consult a physician.

water for 15 minutes. Consult a physician.

Inhalation: Restore breathing.

g gt

IX.

sTaiLTY  [] UNSTABLE sTABL

INCOMPATABILITY (Matenals ta avod)
HAZARDOUS DECOMPOSITION PRODUCTS

Section VI — REACTIVITY DATA _

3 CONDITIONS TO AVOID

Products of combustion are hazardous.

HAZARDOUS POLYMERIZATION
CONDITIONS TO AVOID

[J mavaceur [ WILL NOT DCCUR

T

Section VIl — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL ISRELEASED OR SPILLED

Ventilate area.

breathing vapors.

sparking tools.
WASTE DISPOSAL METHOD

Dispose in accordance with local,

Remove all sources of ignition. Avoid
Remove with inert absorbent and non-

state and federal regulations.

Inéinerate,in approved facility.

Do_not incinerate closed c¢ontainers.

Section

VIl — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION
respirator.

In outdoor or open areas use NIOSH approved mechanical filter

In restricted ventilation areas use NIOSH approved chemical~nechanical filters.

In confined areas use NIOSH approved air line type respirators or hoods.

venTiiaTioNn Where employees

may be exposéd, provide géneral dilution or local

exhaust ventilation in volume and pattern to keep TLV of hazardous ingredients

in Section II below recommended (ACGIH) or regulated (OSHA) limit.

Where

employees will not be exposed, keep LEL in Section II below 25% of limit.

PROTECTIVE GLOVES
EYE PROTECTION
OTHER PROTECTIVE EQUIPMENT

Recommended; |
Use safety eyeware designed to protect against splash of liquids.
Prevent prolonged s

X Required

kin contact with contaminated clothing.

Section [X — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN It HANDLING ANO

STORING - U0 not store above 120°F,

in buildings designed and protected for storage of flammable liquids.

OTHER PRECAUTIONS
ing., Avoid free fall of
cut, braze or weld withou

Do not take internally.

' Containers should be grounded when pour-

liquid in excess of a few inches. Do not sand, Ilame

Observe container precautionary label warnings.

Prevent skin or ey

e contact.

Prepared by: %ﬁ W"

Store large quantities

1t NIOSH approved respirator or appropriate ventilation.

!
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